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PERMIT TO CONDUCT RIGHT-OF-WAY TREATMENT 
Permit number:  ROW 2017-RR08  

Effective May 15, 2017 

 
Permittee: Washington County Railroad-Connecticut River Division; PO Box 498 Bellows Falls, Vermont 05101 

Permit conditions: 

1. The permittee shall contact the Agency at 802-828-6417 one (1) business day prior to initiating this permit.  

2. The permittee shall coordinate one (1) use inspection with the Agency. 

3. This permit authorizes the use of pesticides in the railroad ballast during the calendar year in the towns of 
White River, Hartford, Wilder, Norwich, Thetford, Fairlee, Bradford, Newbury, Wells River, Newport, 
Coventry, Orleans, Barton, Sutton, West Burke, Lyndonville, St. Johnsbury, Passumpsic, Barnet and Ryegate 
This permit does not allow for treatment to control terrestrial invasive plant species, if not required to meet 
the safety and public health needs. This permit in no way authorizes the applicant to use pesticides on real 
estate where it has no lawful right to do so. 
 

4. Ballast maintenance activities are prohibited for thirty (30) days or until one (1) inch of rain has fallen 
following application, unless the application is a glyphosate-only application.  Ballast maintenance activities 
are prohibited for five (5) days after a glyphosate-only application. 

 
5. All distances described in this permit are horizontal (lateral) measurements.   

 
6. The spray width shall be no greater than twelve (12) feet from either side of the centerline of the tracks or no 

greater than the width of the ballast, or as specified below. 
 

Where safe, practical, and consistent with other buffers and conditions required by this permit: 
 
a. The spray width at public and designated private road crossings will extend twenty-four (24) feet 

from centerline on either side for 300 feet preceding and 300 feet proceeding the crossing.  
b. The spray width for whistle posts shall be no greater than twelve (12) feet from centerline on the 

opposite side of the rail from the whistle post. The spray width may extend out to a maximum width 
of twenty-four (24) feet on the side of the whistle post. This extended width may begin no farther than 
twenty (20) feet preceding the whistle post and end no later than five (5) feet following the whistle 
post. 

c. The spray width for mile posts shall be no greater than twenty-four (24) feet from centerline. 
Applications of up to this twenty-four (24) feet width may begin up to no farther than twenty (20) feet 
preceding the mile post and end no later than twenty (20) feet following the mile post. 

d. Applications around signal cases and masts, stored material and railroad yard applications must be in 
accordance with the product label. 

7. At least one certified applicator shall be a member of each application crew. All label recommendations and 
requirements for protective clothing shall be adhered to for all applicators. 

8. Proof of public notification as detailed in the permit application shall be provided to the Agency as proof that 
the notification occurred (e.g., copies of newspaper tear sheets, invoices). 
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